
HI SMOOTH BLOCK BANNER 250 (BA960)

 Details

∙ Multi-layered of PVC and PET

∙ Two-side printable with EcoSol, Latex and UV

∙ Perfect Blockout and Excellent curl balance

∙ Suitable for indoor double sided display graphics applications with super smooth images

∙ Smooth & Easy to display and install

∙ Easy Recovery Capability

∙ Outstanding color expression

 Specifications  KEY FEATURES

 Length (ft)  Width (inch) - Two-side printable: EcoSol, Latex & UV

 Weight  Coating - Excellent curl balance and Block out

 Caliper (mil)  Base Material - Perfect Blockout

 Inner Core (inch)  Printer - Easy Recovery Capability

 Surface - Outstanding color expression

 Application

∙ Banner stands, Retractable display, Roll-up displays, Tradeshow Panels, POS/POP, Hanging Banners and Posters

 

 General Information

∙ Printing Temp : Temperature 15 ~ 30℃ (59 ~ 86 ℉) / Humidity 30 ~ 60%

∙ Lamination : Lamination is optional.

∙ Storage : Temperature 10 ~ 30℃ (50 ~ 77 ℉) / Relative Humidity 50%

∙ Shelf Life : One year stored in original packaging at recommended conditions.

 (Coating warranty guaranteed for 6 months from date of purchase)

 How to buy :

∙ Please call 1-470-359-2111 to place an order or visit www.naturamedia.us for additional information.

∙ ICC Profiles are available by calling the above number.

Information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied.
All material should be tested by purchaser to determine final suitability.  Printer and ink change may affect results. 

www.naturamedia.us                            1505 Pavilion Place Suite D, Norcross GA 30093

RESIN

PVC + PET

TEL 470-359-2111

FAX 470-359-2199

164

360 gsm/12.7 oz

10.0

3

Matte

38", 54"

http://www.naturamedia.us/

